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Landscape Requirements
REQUIRED/
PERMITTED PROVIDED
SITE AREA 47,991 SF (1.10 AC)
OPEN SPACE (20%) 9,598 SF 22,325 SF (47%)
VEHICLE USE AREA
PARKING 20 SP. MIN. 31 SPACES
MULTIPLIER = 31 SP. / 20 SP. =1.55
A PLANTING AREA =360 SF X 1.55 = 558 SF 1,150 SF
TREES = 4 CANOPY TREES X 1.55 = 7 TREES 7 TREES *
A SHRUBS = 40 SHRUBS X 1.55 = 62 SHRUBS 178 SHRUBS
FOUNDATION PLANTING 1,000 SF 2,426 SF

(20 SF / 1,000 SF BUILDING CONTIGUOUS)
PLANTING AREA: 20 SF X 2.426 = 49 SF 1,000 SF

ROADWAY BUFFERS

(2 CANOPY TREES / 100 LF)
(33 SHRUBS / 100 LF)
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C. LARGE TREES (HEIGHT AT MATURITY OF MORE THAN 30 FEET SHALL BE PLANTED NO
CLOSER THAN A HORIZONTAL DISTANCE OF 30 FEET FROM THE NEAREST OVERHEAD
POWERLINE,

D, MEDIUM HEIGHT TREE (HEIGHT AT MATUWRITY BETWEEN 20 AND 30 FEET) SHALL BE
OFFSET AT LEAST TWENTY 20 FEET,

E. SMALL TREES (HEIGHT AT MATURITY OF LESS THAN 20 FEET) REQUIRE NO OFFSET.

F. PALMS SHOULD BE PLANTED AT A DISTANCE EQUAL TO OR GREATER THAN THE
AVERAGE FROND LENGTH PLUS 2 FEET FROM POWER LINES,

THE CONTRACTOR SHALL ENSURE THAT ALL PLANTING ISLANDS AND OTHER AREAS SHALL
BE CLEAN OF TRASH, CONSTRUCTION DEBRIS, OR OTHER WASTE MATERIALS TO A DEPTH
OF 24 INCHES PRIOR TO LANDSCAPE INSTALLATION,

IT IS THE CONTRACTORS RESPONSIBILITY TO INSURE THAT ALL PLANT BED AREAS HAVE
PROPER DRAINAGE FOR OPTIMUM GROWTH OF LANDSCAPE MATERIAL BEFORE
INSTALLATION BEGINS, EXISTING DRAINAGE PATTERN SHALL NOT BE ALTERNED OR
EFFECTED BY NEW LANDSCAPING.,

PLANT ALL TREES AND PALMS (2 INCH - 4 INCH) ABOVE FINISHED GRADE, TREES INSTALLED
OR BURIED TOO DEEP SHALL BE RESET TO THIS STANDARD, REMOVE THE TOP ONE-THIRD
(/3 OF THE WIRE BASKETS ON ALL B & B MATERIAL.

ALL HEDGES AND GROUNDCOVERS TO BE PLANTED LEAVING SPACE BETWEEN PLANTS AND
BUILDINGS, WALLS AND FENCES,

ALL PLANT BEDS AND TREE RINGS SHALL BE TREATED WITH PRE-EMERGENT HERBICIDE AND
THEN TOP-DRESSED WITH 3-INCH DEEP LAYER OF COMMERCIAL GRADE NON-CYPRESS
MULCH, CONTRACTOR SHALL INSTALL WOVEN WEED BARRIER FABRIC IN ALL
SHRUB/GROUNDCOVER BEDS,

NEW SOD SHALL BE ARGENTINE BAHIA, THE QUANTITY SHOWN ON THE PLANT LIST IS AN
ESTIMATE AND CONTRACTOR SHALL DETERMINE EXACT QUANTITIES IN THE FIELD, SOD
AREAS TO BE MAINTAINED BY THE CONTRACTOR FROM THE TIME OF INSTALLATION TO THE
TIME OF FINAL ACCEPTANCE,

Additional Notes

SOUTH: 190LF/100LFX 2= 4 TREES 4 TREES
190 LF / 100 LF X 33 = 63 SHRUBS 63 SHRUBS
Overall #
REENING BUFFER A EAST:* 140 LF/ 100 LF X 2 = 3 TREES 3 TREES
o AGUH FENCE 140 LF / 100 LF X 33 = 47 SHRUBS 47 SHRUBS REQUIRED),
A WEST: * 107 LF/ 100 LF X 2 = 2 TREES 1 TREE PERMITTED PROVIDED
107 LF / 100 LF X 33 = 36 SHRUBS 23 SHRUBS
CANOPY TREES: 26 TREES 26 TREES*
SCREENING BUFFERS *(INCLUDES 8 PALMS @ 2 : 1)
(2 CANOPY TREES / 100 LF) UNDERSTORY TREES: 12 TREES 12 TREES
(3.3 UNDERSTORY TREES / 100 LF) OTHER CANOPY TREES: O TREES 13 TREES
; 6 HT. WALL AND 60% OPAQUE AT INSTALL OTHER UNDERSTORY TREES: O TREES 7 TREES
EAST BUFFER SHRUBS 191 SHRUBS 191 SHRUBS
5 CANGRY TREES / 160 LINEAR FEET A NORTH: 190 LF/ 100 LF X 2 = 4 C. TREES 4 C. TREES ** OT(';E';S:E%ESHT i O SHRUBS 384 SHRUBS
3.3 - UNDERSTORY TREES / 100 LINEAR FEET _ "
- 190 LF / 100 LF X 3.3 = 7 U. TREES 7 U. TREES - -
§0% OPAGUE - EXTERIOR AT INSTALL (INCLUDES 8 PALMS @ 2:1) FOUNDATION PLANTING AREAS 49 SF 1,000 SF
6-FT. HT. HEDGE AT 3 YEARS
L /7\ A EAST:* 118LF/100LFX 2= 3 C. TREES 3 C. TREES
\. 118 LF / 100 LF X 3.3 = 4 U. TREES 4 U. TREES NATIVE VEGETATION (30% MIN.)
TOTAL VEGETATION oo2 PLANIS
A WEST: * 135LF / 100 LF X 2 = 3 C. TREES 4 C. TREES 882 PLANTS X 0.30 265 PLANTS 465 PLANTS (52%)
135LF / 100 LF X 3.3 = 5 U. TREES 4 U. TREES TREES/PALMS= 72 OF 83 PLANTS
(SPECIAL APPROVAL TO REMOVE WALL) SHRUBS = 393 OF 575 PLANTS
A * ALL INCLUSIVE (FOR SPLIT BUFFERS) REPLACEMENT TREES
(SEE SHEET L-2 FOR CALCS.)
EAST: 258 LF / 100 LF X 2 = 6 TREES 9 TREES PALMS = 13 PALMS 13 PALMS
(INCLUDES 6 PALMS @ 2:1) 3" CAL. CANOPY TREES = 13 TREES 13 TREES
118 LF/ 100 LF X 3.3 = 4 U. TREES 6 U. TREES 4" CAL. CANOPY TREES = 20 TREES 20 TREES
140 LF / 100 LF X 33 = 47 SHRUBS 82 SHRUBS ] _
_ 6' OPAQUE WALL = 118 LF 118 LF Patrick D. Cunnmgham A g,
: . LAY S Y
— EAST BUFFER A WEST: 242 LF /100 LF X 2 = 5 C. TREES 5 C. TREES cn=Patrick D. A If/
Bl CANORY TeEs 1 100 LINEAR FEET 135 LF / 100 LF X 3.3 = 5 U. TREES 5 U. TREES . ) CALIIRIREEE)
3:3 - UNDERSTORY TREES / 100 LINEAR FEET 107 LF / 100 LF X 33 = 36 SHRUBS 86 SHRUBS Cunnmgha m, o=Patrick D.
i LIVING WALL = OLF 100 LF - APPROX. )
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\ |_ m I,  PLANT AND LANDSCAPE MATERIALS SHALL CONFORM TO THE STANDARDS FOR FLORIDA NO, HAND DIGGING HOLES FOR INSTALLING PROPOSED TREES IN CLOSE PROXIMITY TO
4 ) [dp) LT; I, AS GIVEN IN THE GRADES AND STANDARDS FOR NURSERY PLANTS, PARTS I & Il AS UTILITIES IS REQUIRED TO AVOID CONFLICTS.
by = PREPARED BY FLORIDA DEPARTMENT OF AGRICULTURE AND CONSUMER SERVICES.,
- D % . ALL EXOTIC VEGETATION TO BE REMOVED FROM THE SITE PRIOR TO THE ISSUANCE OF
it 2, ALL UTILITIES THAT ARE KNOWN TO THE LANDSCAPE ARCHITECT ARE LOCATED ON THE A CERTIFICATE OF OCCUPANCY,
0: PLAN, FOR EXISTING OR PROPOSED UTILITIES:
A (a0 A, NO TREE SHALL BE PLANTED WHERE IT COULD CONFLICT WITH OVERHEAD POWER LINES EXISTING AND PROPOSED LANDSCAPING IS TO BE MAINTAINED PER JURISDICTIONS
< AT MATURE HEIGHT, CLEAR SIGHT TRIANGLE REGULATIONS,
B. NO TREE, SHRUBS, HEDGES OR VINES SHALL BE PLANTED WITHIN FIVE &) FEET OF ANY
EXISTING OR PROPOSED UTILITY POLE, GUY WIRE OR-PAD MOUNTED TRANSFORMER, THE LANDSCAPE ARCHITECT MAY INSPECT TREES AND SHRUBS WHETHER AT PLACE OF

GROWTH OR AT SITE BEFORE PLANTING, FOR COMPLIANCE WITH THE REQUIREMENTS
FOR GENUS, SPECIES, VARIETY, SIZE AND QUALITY, LANDSCAPE ARCHITECT RETAINS
RIGHT TO FURTHER INSPECT TREES AND SHRUBS FOR SIZE AND CONDITION OF BALLS
AND ROOT SYSTEMS, INSECTS, INJURIES AND LATENT DEFECTS, AND TO REJECT
UNSATISFACTORY OR DEFECTIVE MATERIAL AT ANY TIME DURING PROGRESS OF
WORK. REMOVE REJECTED TREES OR SHRUBS IMMEDIATELY FROM PROJIECT SITE,

. NO SUBSTITUTIONS WILL BE ACCEPTABLE, IF SPECIFIED LANDSCAPE MATERIAL IS NOT

OBTAINABLE, SUBMIT PROOF OF NON-AVAILABILITY TO LANDSCAPE ARCHITECT AND
JURISDICTION TOGETHER WITH THE PROPOSAL FOR USE OF EQUIVALENT MATERIAL,

. IN EVENT OF DISCREPANCY, THE PLANTING PLAN SHALL TAKE PRECEDENCE OVER THE

PLANT LIST,

. TREES TO BE STAKED ONLY IF REQUIRED AS DEEMED NECESSARY BY OWNER AND

LANDSCAPE ARCHITECT TO ASSURE HEALTH, SAFETY AND WELFARE (INCLUDES BUT
NOT LIMITED TO ALL CURVED CABBAGE, TALL ROYALS, CURVED AND LEANING
SPECIMEN), ALL WOOD STAKES TO BE PAINTED FOREST GREEN, STAKING PROCEDURES
SHALL BE STANDARD CONTRACTOR PRACTICE CREATING NO TRUNK DAMAGE OR
FUTURE STRANGULATION OF TREE,

ALL PLANT MATERIAL SHALL BE PLANTED WITH "TERRA-SORB AG" OR AN APPROVED
EQUAL, IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS FOR THE
RATE OF APPLICATION,

EXISTING TREE INFORMATION (LOCATION/SIZE/SPECIES) WAS TAKEN OFF A SURVEY
DATED 04/17/2018 PREPARED BY EBI SURVEYING,

. THE DRIPLINE OF THE EXISTING VEGETATION WAS TAKEN FROM THE MOST RECENT

AERIAL PHOTOGRAPH AVAILABLE AND FIELD OBSERVATION,

AN AUTOMATIC IRRIGATION SYSTEM WILL BE PROVIDED WHICH MEETS OR EXCEEDS
THE FULL REQUIREMENTS OF THE LAND DEVELOPMENT REGULATIONS, THE OWNER WILL
SUPPLY ALL PROPOSED PLANT MATERIAL WITH 100% IRRIGATION (AUTOMATIC)
COVERAGE (WITH 50% OVERLAP MINIMUM) WITHIN TEN DAYS OF INITIAL INSTALLATION,

20, CONTRACTOR TO INSTALL THE IRRIGATION SYSTEM PER THE JURISDICTIONS

REGULATIONS TO CONFORM TO THE LANDSCAPE DESIGN,

LINE TABLE(F)

ALL IRRIGATION SHALL USE THE LOWEREST QUALITY WATER AVAILABLE WHICH ADEQUATELY
AND SAFELY MEETS THE NEEDS OF THE SYSTEM, STORM WATER REUSE, RECLAIMED WATER
USE, GREY WATER IRRIGATION SYSTEMS AND/OR SHALLOW WELLS SHALL BE USED, THE USE
OF POTABLE WATER FOR IRRIGATION WILL NOT BE ALLOWED,

LINE BEARING LENGTH)  THERE SHALL BE 3-FT. MINIMUM CLEARANCE FROM LANDSCAPE PLANTS TO THE EDGE OF
p [ con THE METERS LESS THAN 3-IN. AND 10-FT, FOR METERS 3-INC, AND LARGER,
3, THERE SHALL BE 75-FT. MINIMUM CLEARANCE FROM THE FRONT AND BOTH SIDES AND 4-FT,
FROM TEH BACK FOR ALL FIRE HYDRANTS.,
4, r\NAO TREE SHALL BE PLANTED WITHIN IO-FT. OF ANY COUNTY MAINTAINED WATER OR SEWER
AIN,
5, TREE REMOVAL AND REPLACEMENT WILL BE IN ACCORDANCE WITH SECTION 700 OF THE

LAND DEVELOPMENT REGULATIONS,

THE LANSDSCAPE PLAN HAS BEEN DESIGNED IN COMPLIANCE WITH SECTIONS 700
AND 70! OF THE LAND DEVELOPMENT REGULATIONS UNLESS OTHERWISE NOTED
HEREIN,

SPECIFIC APPROVAL WILL BE REQUIRED FOR THE ALTERNATIVE DESIGN OF THE
LANDSCAPE BUFFER ALONG THE WEST PROPERTY LINE IN LIEU OF AN OPAQUE
STRUCTURAL WALL/FENCE, AN OPAQUE 'LIVING WALL' IS PROPOSED IN THIS LOCATION
TO SCREEN THE ADJACENT DRIVE THROUGH.

THE PROPOSED LANDSCAPING IS NOT PERMITTED WITHIN THE MIDDLE 2/3RDS OF ANY
DRAINAGE SWALE, OR WITHIN 3-FT. MEASURED FROM THE CENTERLINE OF THE
SWALE, WHICHEVER IS GREATER, THE NORTHERN SWALE UTILIZES THE 3-FT,
MEASUREMENT DUE TO THE INSIGNIFICANT NATURE OF THE DRAINAGE SWALE, SEE
SHEET LP3 FOR CROSS-SECTIONS,

THE PROPOSED ROADWAY BUFFERS ARE NOT LOCATED IN POTENTIAL FUTURE
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